TEMPORARY TRAFFIC SIGNAL LEGEND

NOTES FOR TEMPORARY TRAFFIC SIGNALS

NOTES
1. FOR TEMPORARY TRAFFIC SIGNAL CABLE PLAN SEE SHEET NO. 196
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SHALL BE REMOVED FROM EXISTING POLES, RELOCATED AND SECURELY
FASTENED TO THE SIGNAL SPAN WIRE OR WOOD POLE AS DIRECTED BY

I

~ — — - G.S. CONDUIT IN TRENCH OR PUSHED

HEAVY DUTY HANDHOLE THE ENGINEER.
5. ANY TEMPORARY SIGNAL WITHIN AN EXISTING CLOSED LOOP TRAFFIC
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- H TECTION CAMERA
VIDEO VEHICLE DE CAvE SIGNAL SYSTEM SHALL BE INTERCONNECTED TO THAT SYSTEM US -
TEMPORARY VIDEQ DETECTION ZONE (50° TYPICAL) SIMILAR BRAND CONTROL EQUIPMENT. ' v B ONNECT TO EXISTING SERVICE

6. THE TEMPORAY TRAFFIC SIGNAL SHALL HAVE THE SIGNAL HEAD
DISPLAYS, SIGNAL HEAD PLACEMENTS AND CONTROLLER PHASING
MATCH THE EXISTING TRAFFIC STAGING ARE IN PLACE OR WILL NOT
BE STAGED ON THE DAY OF THE TURN ON.

7. 24" WHITE STOP BAR MUST BE IN PLACE AT THE TIME O
SIGNAL TURN ON. P TR i :

k@— TEMPORARY RADIO INTERCONNECT
UNINTERRUPTIBLE POWER SUPPLY

EXISTING TRAFFIC SIGNAL
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COMMUNICATION DEVICES FOR THE TEMPORARY TRAFFIC SIGNAL(S)
()  TEMPORARY WOOD POLE (CLASS 5 SHALL BE FURNISHED BY THE CONTRACTOR. | ' 2. TEMPORARY TRAFFIC SIGNALS S‘AALRLY BTER:F“FF;"C‘E‘;Q’;‘AI_PR‘OR THE TRAFFIC SIGNAL CONTROL EQUIPMENT FOR
: TO STAGE I CONSTRUCTION. TEMPORAI ' "
OR BETTER) 45 FOOT (13.7m} MINIMUM 2. ONLY CONTROLLERS SUPPLIED BY ONE OF THE DISTRICT APPROVED / 1T HEADS MUST BE RELOCATED TO STAGE 2, 3 & 4 CONSTRUCTION THIS TEMPORARY SIGNAL SHALL BE “ECONOLITE
B4 TEMPORARY CONTROLLER CABINET CLOSED LOOP EQUIPMENT MANUFACTURERS WILL BE APPROVED FOR USE | L2 LOCATION PRIOR TO THE START OF STAGE 2, 3 & 4 CONSTRUCTION TO MATCH THE EXISTING ADJACENT SYSTEM.
AT TEMPORARY SIGNAL LOCATIONS. ALL CONTROLLERS USED FOR . & AS SHOWN ON THE PLANS.
Jﬁxgoiﬁ?ciﬁ? WIRE, TETHER MICROPROCESSOR BASE WITH RS232 DATA ENTRY PORTS COMPATIBLE / . :
g WITH EXISTING MONITORING SOFTWARE APPROVED BY IDOT DISTRICT 1 /QJ : 3. ONLY AN APPROVED IDOT ELECTRICAL SUBCONTRACTOR WILL
£3  TEMPORARY SERVICE INSTALLATION INSTALLED IN A NEMA TSI OR TS2 CABINET. ONLY ONE BRAND OF | ' BE PERMITTED TO INSTALL AND ADJUST VIDEO VEHICLE DETECTION
EMPORARY PEDESTRAIN SIGNAL CONTROLLER WILL BE ACCEPTED FOR ANY ONE CONTRACT. ' SYSTEM AS REQUIRED BY STAGE/PHASE CHANGES
B CiD. BRACKET MOUNTED 3. ALL TRAFFIC SIGNAL SECTIONS AND PEDESTRIAN SIGNAL SECTIONS | -
' SHALL BE 12“. HEADS SHALL BE PLACED AS INDICATED ON THE | : 4. FOR TEMPORARY TRAFFIC SIGNAL CONTROLLER PLATFORM DETAIL
®  PEDESTRIAN PUSHBUTTON DETECTOR TEMPORARY TRAFFIC SIGNAL PLAN OR AS DIRECTED BY THE ENGINEER. | s SEE SHEET NO. 227
THE CONTRACTOR SHALL FURNISH ENOUGH CABLE SLACK TO RELOCATE | = ‘
eq  EMERGENCY VEHICLE LIGHT DETECTOR HEADS TO ANY POSTION ON THE SPAN WIRE OR AT LOCATIONS | , ; . —
-4 ILLUSTRATED ON THE PLANS FOR CONSTRUCTION STAGING. THE N . e .
CONFIRMATION BEACON TEMPORARY TRAFFIC SIGNAL SHALL REMAIN IN OPERATION DURING ALL | = . -
D VEHICLE DETECTOR, INDUCTION LOOP SIGNAL HEAD RELOCATIONS. EACH TEMPORARY TRAFFIC SIGNAL HEAD | ' g : —
TS OWN CABLE FROM THE C ' '
o7 COMMON TRENCH SHALL HAVE ITS OWN CABLE FROM THE CONTROLLER CABINET TO THE = X
SIGNAL HEAD. ! ! & N
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